South Adams County Fire Department

6050 Syracuse Street
Commerce City, Colorado 80022

Sprinkler System — General Information Sign

303-288-0835
FAX 303-288-5977
www.sacfd.org

Name of Business:

Location:

Occupancy
Classification:

Commodity
Classification:

Pipe Scheduled | U Yes

System:

O No

High- Piled
Storage:

[dYes 0ONo

Rack Storage:

[ Yes

[ No

Maximum Height of Storage:

Aisle width:

Encapsulation of Pallet Load

O Yes 0ONo

Solid Shelving Present:

O Yes

O No

Flow test data:

Static:

Residual:

Flow:

Pitot:

Date:

Location:

Hazardous Materials:

[ Yes

[ No

Flammable/ Combustible Liquids:

O Yes

O No

Idle Pallets | O Yes

J No

Presence of Other
Special Storage:

O Yes
Other :

O No

Location of Venting Valve:

Location of Auxiliary drains

and low point drains:

Original results of main drain flow test:

Static:

Residual:

Original results of dry pipe and double
interlock pre-action valve test:

Antifreeze Systems or other

auxiliary systems:

[dYes 0ONo

Location:

Where injection systems are used to treat MIC or corrosion:

Type of Chemical:

Concentration:

For proper disposal, see:

Name of Contractor or designer:

Address:

Phone:
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